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Headings Used in the CQ003 Crash Listings

LOCAL REPORT NUMBER


Definition:  Identifies the locally assigned number of the investigating agency.  Local Report Number will be up to a 10-digit alphanumeric that may contain a dash.

FIPS: (FIPS PLACE CODE)


Definition:  A 5-digit numeric code that is associated with named populated places, and primary county divisions such as townships.  FIPS (Federal Information Processing Standards) Place Code may contain blanks. FIPS codes are listed at the end of the CQ003 Report for the requested county.  Complete FIPS code listing is available on the ODPS website: http://www.state.oh.us/odps/crash_reports.htm. 

DESCRIPTION OF CRASH LOCATION


Definition:  Identifies the name of the street on which the crash actually occurred.

Crash Location Section                  Reference Point Section 

+--+-------------------------------+    +----+--+----+--+-------------------------------+

|A |(---------B/C or C/B--------​->|    |D-  |E |-F- |G |----------H/I or I/H------------|

Examples:

	
	__Crash Location__
	________Reference Point__________

	1
	N CLEVELAND AV

	IN  S 012 W MAIN ST

	2
	  STRINGTOWN RO
	HN          002336

	3
	  IR 0071
	IN        E BROAD ST

	4
	N 0004 ST

	IN  S 002 E 0009 AV

	5
	S IR 0270

	IN  N 100 W IR 0070

	6
	  BETHEL RO
	IN          SAWMILL RO

	7
	  IR 0071

	MP  W 017   MP 022.00


The examples above would be read as:

1. The crash occurred on North Cleveland Avenue, 1/8 mile (012-see distance chart below) South of the intersection of West Main Street.

2. The crash occurred on Stringtown Road at House Number 2336.

3. The crash occurred on Interstate 71, at the intersection of East Broad Street.

4. The crash occurred on North Fourth Street, 54-106 feet South of the intersection of East Ninth Avenue.

5. The crash occurred on Interstate 270 South, one mile north of the intersection of Interstate 70 West.

6. The crash occurred on Bethel Road at the intersection of Sawmill Road.

7. The crash occurred on Interstate 71, 1/5 mile West of Milepost 22.


 CRASH LOCATION CONTAINS:

A) CRASH PREFIX – Refers to the division of a street into sections, such as North/South, or East/West.

	N
	NORTH

	S
	SOUTH

	E
	EAST

	W
	WEST


B) CRASH LOCATION – Provides the name or route number of the street on which the crash occurred. 

C) CRASH LOCATION ROAD TYPE – Refers to the title given to all named streets. 

	AV
	- AVENUE
	
	PA
	- PARKWAY

	BO
	- BOULEVARD
	
	PI
	- PIKE

	CI
	- CIRCLE
	
	PL
	- PLACE

	CO
	- COURT
	
	RO
	- ROAD

	CR
	- COUNTY ROAD
	
	SQ
	- SQUARE

	DR
	- DRIVE
	
	SR
	- STATE ROUTE

	HE
	- HEIGHTS
	
	ST
	- STREET

	HI
	- HIGHWAY
	
	TE
	- TERRACE

	IR
	- INTERSTATE
	
	TR
	- NUMBERED TWP ROAD OR TRAIL

	LA
	- LANE
	
	US
	- FEDERAL US ROUTE

	MP
	- MILE POST
	
	WA
	- WAY



Note:  B/C (BETHEL/RO) or C/B (IR/0270)

REFERENCE POINT:

D) REFERENCE POINT USED – Identifies the ‘Type of Reference’ used to pinpoint the crash and is a 2-digit alpha character. 

	SL
	STATE LINE

	IN
	INTERSECTION OF TWO STREETS

	CL
	COUNTY LINE

	HN
	HOUSE NUMBER

	TB
	TOWNSHIP BOUNDARY

	MP
	MILE POST

	CP
	CORPORATION LIMIT

	PW
	PLACE NAME WITHOUT REFERENCE 

	DW
	DRIVEWAY

	SW
	STREET OR ROUTE WITHOUT REFERENCE


E) DIRECTION REFERENCE– Refers to the direction from the reference from which the distance was taken and is a 1-digit alpha character.

	N
	NORTH

	S
	SOUTH

	E
	EAST

	W
	WEST


F) MILES FROM REFERENCE – Refers to the distance from the point of reference to the place on street where the crash actually occurred. MILES FROM REFERENCE is a 3-digit numeric field and may contain blanks.  

Distance from Reference (Miles from Reference):

DISTANCE CHART

  1ft -  53ft = 001

 54ft - 106ft = 002

107ft - 159ft = 003

160ft - 212ft = 004

213ft - 265ft = 005

266ft - 318ft = 006

319ft - 371ft = 007

372ft - 424ft = 008

425ft - 477ft = 009

478ft - 530ft = 010

     1/8 mile = 012

     1/5 mile = 017

     1/4 mile = 025

     1/3 mile = 033

     1/2 mile = 050

 
 1 mile = 100

  1060' = 020

  1590' = 030

  2120' = 040

  2650' = 050

  3180' = 060

  3710' = 070

  4240' = 080

 
  4770' = 090

 
  5300' = 100

G) REFERENCE PREFIX – Refers to the division of a street into sections, such as North/South, or East/West.

	N
	NORTH

	S
	SOUTH

	E
	EAST

	W
	WEST


H) REFERENCE POINT – Identifies the Street Address, Milepost Marker, Intersection where crash Occurred. 

I) REFERENCE TYPE 

	AV
	- AVENUE
	PA
	- PARKWAY

	BO
	- BOULEVARD
	PI
	- PIKE

	CI
	- CIRCLE
	PL
	- PLACE

	CO
	- COURT
	RO
	- ROAD

	CR
	-COUNTY ROAD
	SQ
	- SQUARE

	DR
	- DRIVE
	SR
	- STATE ROUTE

	HE
	- HEIGHTS
	ST
	- STREET

	HI
	- HIGHWAY
	TE
	- TERRACE

	IR
	- INTERSTATE
	TR
	- NUMBERED TWP ROAD OR TRAIL

	LA
	- LANE
	US
	- FEDERAL US ROUTE

	MP
	- MILE POST
	WA
	- WAY



Note:  H/I (SAWMILL/RO) or I/H (IR/0070)

DOCUMENT  NUMBER


Definition:  Identifies the document number assigned by Public Safety to individual crashes.   The format is (YYYYPNNNNNN).  YYYY = Crash Year; P = Vendor Prefix Number, NNNNNN = Numbered Crash (values will be 000001 through 999999). 

DAY : (DAY OF WEEK)

	1 -
	SUNDAY
	5 -
	THURSDAY

	2 -
	MONDAY
	6 -
	FRIDAY

	3 -
	TUESDAY
	7 -
	SATURDAY

	4 -
	WEDNESDAY
	
	


DATE (DATE OF CRASH)


Definition:  Identifies the date of the crash. The format will be MM/DD/YYYY.

HOUR (TIME OF CRASH)


Definition:  Identifies the military time of crash (HH24:MI).


LOC: (INTERSECTION_TYPE)

	CODES: 
	01 =
	NOT AN INTERSECTION

	
	02 = 
	FOUR-WAY INTERSECTION

	
	03 =
	T-INTERSECTION

	
	04 =
	Y-INTERSECTION

	
	05 =
	TRAFFIC CIRCLE/ROUNDABOUT

	
	06 =
	FIVE-POINT, OR MORE

	
	07 =
	ON RAMP

	
	08 = 
	OFF RAMP

	
	09 = 
	CROSSOVER

	
	10 =
	DRIVEWAY

	
	11 =
	RAILWAY GRADE CROSSING

	
	12 =
	SHARED-USE PATHS OR TRAILS

	
	13 =
	UNKNOWN


WEA: (WEATHER)

	CODES: 
	01=
	CLEAR

	 
	02=
	CLOUDY

	 
	03=
	FOG, SMOG, SMOKE

	 
	04=
	RAIN

	 
	05=
	SLEET, HAIL (FREEZING RAIN OR DRIZZLE)

	 
	06=
	SNOW

	
	07=
	SEVERE CROSSWINDS

	
	08=
	BLOWING SAND, SOIL, DIRT, SNOW

	
	09=
	OTHER

	
	10=
	UNKNOWN


CONT:  (ROAD CONTOUR)

	CODES: 
	1 =
	STRAIGHT LEVEL

	
	2 =
	STRAIGHT GRADE

	
	3 =
	CURVE LEVEL

	
	4 =
	CURVE GRADE

	
	5 =
	UNKNOWN


COND:  (ROAD CONDITION)

	CODES: 
	01=
	DRY

	
	02 =
	WET

	
	03 =
	SNOW 

	
	04 =
	ICE 

	
	05 =
	SAND, MUD, DIRT, OIL, GRAVEL

	
	06 =
	WATER (STANDING, MOVING)

	
	07 =
	SLUSH

	
	10 =
	OTHER

	
	11 =
	UNKNOWN


 [Secondary Road Conditions (08-debris, 09-rut, holes, bumps, uneven pavement) should not be contained in the data, however, if the codes are listed on the Crash Report they may be in the data.]
LIGHT:  (PRIMARY LIGHT CONDITION)

	CODES: 
	1 =
	DAYLIGHT

	
	2 =
	DAWN

	
	3 =
	DUSK

	
	4 =
	DARK – LIGHTED ROADWAY

	
	5 =
	DARK – ROADWAY NOT LIGHTED

	
	6 = 
	DARK – UNKNOWN ROADWAY LIGHTING

	
	7 = 
	GLARE

	
	8 = 
	OTHER

	
	9 = 
	UNKNOWN


UNITS: 

Definition:  Total number of motorist/non-motorist involved.  

DEATHS: (TOTAL KILLED)

Definition:  Identifies the total number of persons killed within 30 days of the crash.  Injuries, which become delayed deaths after 30 days are not included as fatal injuries.

INJURD:  (TOTAL INJURED)


Definition:  Identifies the total number of person injured in the crash.  

VEHERR:  (VEHICLE IN ERROR)

Definition:  Identifies the vehicle number in error. 


NOTE:  IF THE ERROR WAS UNDETERMINED, THE ERROR CODE WILL BE ‘99’.  

                          IF AN ANIMAL CAUSED THE CRASH, THE ERROR CODE WILL BE ’98’.

FHE:  (FIRST HARMFUL EVENT)

Definition:  The sequence of events that produced the first property damage, injury, or death.

	CODES: 
	 
	Non-Collision
	

	
	
	

	
	01 -
	Overturn/Rollover

	
	02 -
	Fire/Explosion

	
	03 -
	Immersion

	
	04 -
	Jackknife

	
	05 -
	Cargo/Equipment Loss or Shift

	
	06 -
	Equipment Failure (Blown Tire, Brake Failure, etc.)

	
	07 -
	Separation of Units

	
	08 -
	Ran Off Road Right

	
	09 -
	Ran Off Road Left

	
	10 -
	Cross Median/Centerline

	
	11 -
	Downhill Runaway

	
	12 -
	Other Non-Collision

	
	13 -
	Unknown Non-Collision

	
	
	

	
	
	Collision w/Person, Vehicle, or Object Not Fixed
	

	
	
	
	

	
	14 -
	Pedestrian

	
	15 -
	Pedalcycle

	
	16 -
	Railway Vehicle (E.G. Train, Engine)

	
	17 - 
	Animal – Farm

	
	18 -
	Animal – Deer

	
	19 -
	Animal – Other

	
	20 -
	Motor Vehicle in Transport

	
	21 - 
	Parked Motor Vehicle

	
	22 -
	Work Zone Maintenance Equipment

	
	23 -
	Other Movable Object

	
	24 -
	Unknown Movable Object

	
	
	

	
	
	Collision With Fixed Object 
	

	
	
	
	

	
	25 -
	Impact Attenuator/Crash Cushion

	
	26 -
	Bridge Overhead Structure

	
	27 -
	Bridge Pier or Abutment

	
	28 -
	Bridge Parapet

	
	29 -
	Bridge Rail

	
	30 -
	Guardrail Face

	
	31 -
	Guardrail End

	
	32 -
	Median Barrier

	
	33 -
	Highway Traffic Sign Post

	
	34 -
	Overhead Sign Post

	
	35 -
	Light/Luminaries Support

	
	36 -
	Utility Pole

	
	37 -
	Other Post, Pole or Support

	
	38 -
	Culvert

	
	39 -
	Curb

	
	40 -
	Ditch

	
	41 -
	Embankment

	
	42 -
	Fence

	
	43 -
	Mailbox

	
	44 -
	Tree

	
	45 -
	Other Fixed Object (Wall, Building, Tunnel, etc.)

	
	46 - 
	Work Zone Maintenance Equipment

	
	47 -
	Unknown Fixed Object

	
	48 -
	Other

	
	49 - 
	Unknown


TYPE UNIT: (UNIT TYPE)


Definition:  Identifies the type of vehicle involved or pedestrian.  

	CODES: 
	 
	 

	
	
	MOTORIST
	

	
	
	

	
	01 -
	SUB-COMPACT

	
	02 -
	COMPACT

	
	03 -
	MID SIZE

	
	04 - 
	FULL SIZE

	
	05 -
	MINIVAN

	
	06 -
	SPORT UTILITY VEHICLE

	
	07 - 
	PICKUP

	
	08 -
	PANEL/VAN

	
	09 - 
	SINGLE UNIT TRUCK; 2 AXLES, 6 TIRES

	
	10 -
	SINGLE UNIT TRUCK; 3 OR MORE AXLES

	
	11 -
	TRUCK/TRAILER

	
	12 -
	TRUCK TRACTOR (BOBTAIL)

	
	13 -
	TRACTOR/SEMI-TRAILOR

	
	14 -
	TRACTOR/DOUBLE – SHORT

	
	15 - 
	TRACTOR/DOUBLE – LONG 

	
	16 -
	FIFTH WHEEL OR CONVERTER DOLLY

	
	17 -
	TRACTOR/TRIPLES

	
	18 -
	MOTORCYCLE

	
	19 -
	MOTORIZED BICYCLE

	
	20 -
	SCHOOL BUS

	
	21 - 
	CHURCH BUS

	
	22 -
	PUBLIC BUS

	
	23 - 
	OTHER BUS

	
	24 -
	POLICE VEHICLE

	
	25 - 
	FIRE TRUCK

	
	26 - 
	AMBULANCE/RESCUE

	
	27 - 
	TAXI

	
	28 - 
	MOTOR HOME

	
	29 - 
	TRAIN

	
	30 - 
	FARM VEHICLE

	
	31 -
	FARM EQUIPMENT

	
	32 - 
	SNOWMOBILE

	
	33 - 
	CONSTRUCTION EQUIPMENT

	
	34 - 
	ALL OTHERS

	
	
	

	
	
	NON-MOTORIST
	

	
	35 -
	ANIMAL W/RIDER

	
	36 -
	ANIMAL W/BUGGY

	
	37 -
	BICYCLE

	
	38 -
	PEDESTRIAN

	
	39 -
	PEDACYCLIST (BICYCLE, TRICYCLE, UNICYCLE, PEDAL CAR)

	
	40 -
	SKATER

	
	41 -
	OTHER NON-MOTORIST (WHEELCHAIR, ETC)

	
	42
	UNKNOWN


VEH DIR:  (VEHICLE DIRECTION FROM)

Definition:  Identifies the directional movement of vehicles and pedestrians on a ‘COMING FROM’ and ‘GOING TO’ basis. 

	CODES: 
	 
	 
	
	

	
	1 -
	NORTH
	2 -
	SOUTH

	
	3 -
	EAST
	4 -
	WEST

	
	5 -
	NORTHEAST
	6 -
	NORTHWEST

	
	7 -
	SOUTHEAST
	8 -
	SOUTHWEST

	
	
	
	9 -
	UNKNOWN



     (VEHICLE DIRECTION TO)

	CODES: 
	 
	 
	
	

	
	1 -
	NORTH
	2 -
	SOUTH

	
	3 -
	EAST
	4 -
	WEST

	
	5 -
	NORTHEAST
	6 -
	NORTHWEST

	
	7 -
	SOUTHEAST
	8 -
	SOUTHWEST

	
	
	
	9 -
	UNKNOWN


PRE CRASH:  (DRIVER/PEDESTRIAN PRE-CRASH ACTIONS)


	CODES: 
	 
	MOTORIST
	

	
	
	

	
	01 =
	MOVEMENTS ESSENTIALLY STRAIGHT AHEAD

	
	02 =
	BACKING

	
	03 =
	CHANGING LANES

	
	04 =
	OVERTAKING/PASSING

	
	05 =
	TURNING RIGHT

	
	06 =
	TURNING LEFT

	
	07 =
	MAKING U-TURN 

	
	08 =
	ENTERING TRAFFIC LANE

	
	09 =
	LEAVING TRAFFICE LANE

	
	10 =
	PARKED

	
	11 =
	SLOWING OR STOPPED IN TRAFFIC

	
	12 =
	DRIVERLESS

	
	13 =
	OTHER

	
	14 =
	UNKNOWN

	
	
	

	
	
	NON-MOTORIST ACTION
	

	
	
	

	
	15 =
	ENTERING OR CROSSING SPECIFIED LOCATION

	
	16 =
	WALKING, RUNNING, JOGGING, PLAYING,  CYCLING

	
	17 = 
	WORKING

	
	18 =
	PUSHING VEHICLE

	
	19 =
	APPROACHING OR LEAVING VEHICLE

	
	20 =
	PLAYING OR WORKING ON VEHICLE

	
	21 =
	STANDING

	
	22 =
	OTHER

	
	23 =
	UNKNOWN


CONT CIRC:  (CONTRIBUTING CIRCUMSTANCES)

	CODES: 
	
	MOTORIST
	

	
	
	

	
	01 =
	NONE

	
	02 =
	FAILURE TO YIELD

	
	03 =
	RAN RED LIGHT, OR STOP SIGN

	
	04 =
	EXCEEDED SPEED LIMIT

	
	05 =
	UNSAFE SPEED

	
	06 =
	IMPROPER TURN

	
	07 =
	LEFT OF CENTER

	
	08 =
	FOLLOWED TOO CLOSELY/ACDA

	
	09 =
	IMPROPER LANE CHANGE/DROVE OFF ROAD/ IMPROPER PASSING

	
	10 =
	IMPROPER BACKING

	
	11 =
	IMPROPER START FROM PARKED POSITION

	
	12 =
	STOPPED OR PARKED ILLEGALLY

	
	13 =
	OPERATING VEHICLE IN ERRATIC, RECKLESS, CARELESS, NEGLIGENT OR AGGRESSIVE MANNER

	
	14 =
	SWERVING TO AVOID (DUE TO WIND, SLIPPERY SURFACE, VEHICLE, OBJECT, NON-MOTORIST IN ROADWAY, ETC.)

	
	15 =
	FAILURE TO CONTROL

	
	16 =
	VISION OBSTRUCTION

	
	17 =
	DRIVER INATTENTION

	
	18 =
	FATIGUE/ASLEEP

	
	19 =
	OPERATING DEFECTIVE EQUIPMENT

	
	20 =
	LOAD SHIFTING/FALLING/SPILLING

	
	21 =
	OTHER IMPROPER ACTION

	
	22 =
	UNKNOWN

	
	 
	 

	
	 
	NON-MOTORIST
	

	
	 
	 

	
	23 =
	NONE

	
	24 =
	IMPROPER CROSSING

	
	25 =
	DARTING

	
	26 =
	LYING AND/OR ILLEGALLY IN ROADWAY

	
	27 =
	FAILURE TO YIELD RIGHT OF WAY

	
	28 =
	NOT VISIBLE (DARK CLOTHING)

	
	29 =
	INATTENTIVE

	
	30 =
	FAILURE TO OBEY TRAFFIC SIGNS, SIGNALS, OR OFFICER

	
	31 =
	WRONG SIDE OF THE ROAD

	
	32 =
	OTHER

	
	33 =
	UNKNOWN


SPEED:  (VEHICLE SPEED)




Definition:  Speed of vehicle.  

TOW:  (TOWED_FLAG)

	CODES: 
	1 = 
	YES

	
	2 =
	NO


ALCDRG:  (ALCOHOL/DRUG SUSPECTED)

	CODES: 
	1 = 
	NONE

	
	2 =
	YES-ALCOHOL SUSPECTED

	
	3 =
	YES-HBD NOT IMPAIRED

	
	4 =
	YES-DRUGS SUSPECTED

	
	5 =
	YES-ALCOHOL AND DRUGS SUSPECTED

	
	6 = 
	UNKNOWN


SHOULD YOU HAVE ANY QUESTIONS CONCERNING THE CQ003

DETAILED CRASH LISTING, PLEASE CONTACT:

OHIO PUBLIC SAFETY

INFORMATION TECHNOLOGY DIVISION

1970 WEST BROAD STREET

COLUMBUS, OH  43223

OH1@DPS.STATE.OH.US
www.ohiopublicsafety.com 
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